Opsetnings- og brugsanvisning for TACLog

=

Udpak program

2. Start TacLog ved at aktivere taclog.bat. Hvis der er problemer med TacLog under
WindowsXP kan der startes med taclog_xp.bat, hvilket normalt vil lgse probMmet.
skulle fglgende billede vise sig pa skeermen:

The Above Contest Log hy 0Z2M. VUersion no. 2.8

— Main menu

Pleaze zelect number
: Start contest from scratch
: Continue contest on old data
: Multiband contest
: Post contest data work
: Change set—up
F18 to quit

3. Veelg 5:

The Abowve Contest Log by 072M. Yersion no.

— Set-up menu
Please select number

Change custom settings
Change hardware settings
Calibrate rotators
Change band settings
Change test defaults
Change summary defaults
Make polar maps

Change info files labels

OO0 = T O L0 N

ESC to return

4. Veelg 1Change astom settings
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The Above Contest Log by 0ZZM. Uersion
Set—up custom

Bands where QRU, A..P

Default band in file brouser,

Accept aurora RST until band. A. E

Use bhand—dependent test defaults file, YN .
Azsk for test default parameters changes.
Look—up stadion®s WWLs and name, A..2
Look—up rawcall if no WWL for ~A..—call. Y-N
50z between auto back—up, B..99? {(B=nonel .
Print every new Q50 during contest,. ¥Y-/N ....
Time zone rel. to Greenwich, + east — uwest .
Q8L labhel type, 1..3

Alternative /" key (zet with care?d

Comma key expanded into string

Help texts language

Default EDI file type, A..5

Default EDI file naming, 8.

i ¥ ESC—cancel Fi-+4—-0K

ot e R L R o ]

o

5. Med piltasterne kan der bladres op og ned mellem de enkelte opsaetningspunkter, som sa
markeres med rad farve. @nsker der hjeelp til opsaetningen trykkes F1:

The Above Contest Log by 072M. Version no. 2.0
Set-up custom

Bands where QRY, A..P > EGHKL

Default band in file browser,
2

bestemmer hvilke band, du vil arbejde med. De respektive
bogstaver svarer til fglgende band:

o0 MHz 0 2.3 GHz
;70 MHz S I 1
: 144 MHz : 5,7 GHz

: 432 WHz . 24 GHz
: 902 WH=z : &1 GHz

A
B
C
E: 220 MWHz : 10 GHz
F
G: 1,3 GH=z : 16 GHz

ESC-cancel F1-«—-0K

6. Den viste opseetning er den, som jeg normalt bruger til NAC, VHF Field Dayoiiré
VHF-UHF m.m. Veaelg de band, som du er QRV p4, og husk tidszoneindstillingen, som skal
seettes alt efter om der er somprater vintertid. Indstillingerne for EDBfiler bar ikke
aendres. Nar indstillingerne er foretaget mark&ks og der trykkes ENER.
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7. Billedet i 3. vises igen. Veelg @hangehardwaresettings

The Above Contest Log by 0Z2H. Version no. 2.0

Set-up hardware

Monitor mode Colour/Lcd/Monochrome/Inv-mono > C
Floppy drive to use for back-up, " "=none .
Printer parallel port, LPTx

Printer type 7-bit/8-bit/Epson/HP

Number of QS0s per log-page, 108..58

Print narrow QS50 data, Epson/HP only, Y/N .

Interface mode, 0. .4
Interface port, 0. .4
Enable PTT on TAB key, Y/N
Message mode, 0..3

F 3 ¥

8. Her veelges hardware sep. Via en hardware COM/LRport og et interface kan TacLog
taste og nggle din station. Dette virker ikke med BSBOM-convertere! Afslut hardware
setup ogveelg 4. Change band settings:

9. Veelg band:

Marts 2000

The Above Contest Log by 072M. Version no. 2.0

— Band menu
Select band

: 432 WHz
: 1,3 GHz
: 2,3 GHz
18 GH=z
24 GHz

ESC to return
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The Above Contest Log by 072M. Version no. 2.0

432 MHz band settings

First WHWL character, left side, A..R ... > A
First WWL character, rigth side, A..R .. > R
Second WWL character, bottom, A..R > E
>
> J0

Second WWL character, top, A..R

Foreign WHL default prefix, AA..RR/AUTO

WHL at centre in missing WWlLs map > AUTO
Distance warning, @..9999 (B=no warning) > 1000

i v ESC-cancel F1-=—-0K

10. De viste indstillinger er standard og kan uden videre anvendes pa alle band. Afslut og veelg
5. Change test defaults, select band:

The Above Contest Log by 0Z2H. Version no. 2.0
432 MHz test defaults
Own callsign > 0Z1FF
Own Horld Wide Locator, ARGBAA{GO). .RRIIKK(99) .. > JOA5SBO
Own optional exchange
RST used as QS0 exchange . B=no/l=used/?=optional
QS0 numbers used as QS0 exchange, 0/1/2
Horld Wide Locators used as Q50 exchange, 0/1/2 .
Minimum WYL type Short/Normal/Extended
Convert short WHL to closest normal WHWL, Y/N .. ..
Optional exchange used as (50 exchange
Optional input must be inserted, Y/N
050-points multiplier, 1..100 {1=no multi)
Maximum point-awarding points incl. Q50-p. multi
0S0-points calculation method, 1..
Bonus per each new WYL, 8..10808 .... {@=no bonus)
Multiplier per each new WYL, @..100 (B=no multi)
Bonus per each new DXRCC, 0..1000
Multiplier per each new DXCC, 0..108
Bonus per each new Optional exchange, ..
Multiplier per each new Optional exchange, 0..100
Total points calculation method, 1..

HFIoDERLERZE N

i v ESC—cancel

11.Denne opsaetning skal gennemgas for alle de band, som du er QRV pést®epsaetning
kan bruges i 20®bruges i alle Skandinaviske contester. Det er en god idé altid at leese
contestreglerne, sdd rigtige opsaetning kan vaelgewis der i det viste billede trykkes F1,
fas valgmulghedfor at veelge foruddefinede conteste. Men lad vaere med det, da
programmet ikkanereopdateres for regeleendrigl stedé veelges manuel opsaetniafde
enkelte punktesom faglger:
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Indtast dit call

Indtast din WWL

Veelg om deskalanvendefSOnumre Veelges0: QSOnumre udveksles ikke, veelges

1: QSCGnumre skal udveksles, vgek 2:QSO-numre kan udvedtes.

4. Angiv QSGpoint multiplier. | de Skandinaviske contester gives der ratrh point pr.
km pabandene under 1300 MHz. Pa bandene over 1300 MHz anvendes der multipliere
X2, x3, 0.s.v. Se contestreglerne! | andre contester er multiplieren normalt 1. Se naeste
billede, som viser opsaatigen for NAC 10 GHz, hvor multiplieren er x5.

5. QSOvpoints calculation methogkalnormaltveae 1.

6. WWL-bonus er 500 points for alle band i de Skandinaviske contester. | andre contester
er den normalt O.

7. Total points calculation methakalnormalt veere 1.

-0
The Above Contest Log by 072H. VYersion no. 2.0

10 GHz test defaults
Own callsign
Own YWorld Wide Locator, AAGBAA(AA) . RRIIKK(99) ..
Oun optional exchange
RST used as (S0 exchange . B=no/l=used/2=optional
0S50 numbers used as Q50 exchange, 8/1/2
Horld Wide Locators used as Q50 exchange, 8/1/2 .
Minimum WWL type Short/Hormal/Extended
Convert short WWL to closest normal WHWL, ¥/H ....
Optional exchange used as QS0 exchange
Optional input must be inserted, Y/N
050-points multiplier, 1..106 (1=no multi)
Maximum point-awarding points incl. Q50-p. multi
0S0-points calculation method, 1..
Bonus per each new WYL, 0..1000 .... (B=no bonus)
Multiplier per each new WHL, 0..100 (B=no multi)
Bonus per each new DKCC, 8..1000
Multiplier per each new DHCC, @..100
Bonus per each new Optional exchange,
Multiplier per each new Optional exchange, ..
Total points calculation method, 1..2

wh e

SISO ==

¥ ESC-cancel

The Above Contest Log by 0722M. Version no. 2.0

— Set—up summary menu 432 MH=z
Please select number

: Change participant settings

: Change responsible settings

: Change multi operators

: Change station description

ESC to return
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13.Veelg 1: Change participant settings:

The Above Contest Log by 0Z2M. Yersion no. 2.8

Set-up participant 432 HHz

Contest name > NAC 432 HHz

Address > DK-6853 VYejers Strand
Address .... >

Section .... > ©

Hode > SSB+CH

Club station > 0Z5ESB

Club section >

A v «— QK ESC-cancel

14. Angiv contest name, stationens adresse (QKldsse(section)contesten (se
contestreglerne). Vigtig er ogsa at angive hvilken klubstation, som skal have godskrevet de
opnaede points til kluibmestskabet. Afslut og vaelg 2. Change responsible settings:

The Above Contest Log by 0Z2M. Yersion no. 2.0

Set-up responsible 432 WMH=z

Kjeld B. Thomsen
071FF
Uglevej 4

>

Callsign .. >
Address ... >
Address ... >
Postal code > 6853
City > Vejers Strand

> DENMARK

> (+45) 73 52 60 50

> oz1lff@mail . dk

Country ...
Phone

BBS/e-mail

i v — QK ESC—cancel

15. Her indtastes data for den person, som er ansvarlig for stationen. Afslut og veelg 3. hvis der
er flere operatarer pa stationen.
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The Above Contest Log by 072H. Yersion no. 2.0

Set-up multi operators 432 MHz

Multi operator callsigns, separated by “:;"

ESC-cancel

16. Afslut og tast 4. Change station description:

The Above Contest Log by 0Z2H. Yersion no. 2.0

Set-up station 432 MHz

T¥ equipment . > FT-84&7/HY-250U
TH power [W]1 . > 250

RX equipment . > FT-84&47/LHA435
Antenna 23 el.

Antenna [mAGL] 21
Antenna [mASLI 26

A ¥ 0K ESC-cancel

17.Her indtastestationens data. Det hele gentages for alle band, hvor stationen er QRYV.
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18.Nu er TacLog opsat og klar til brug. Ga til main menu og veelg 1. Start contest from scratch
og veelg band. Der gives nu mulighed for at eendre i opsaetningen.

The BAbove Contest Log by 0Z2M. Yersion no. 2.0
GHz test defaults
callsign >
Horld Wide Locator, AAB@AA(BA) . . RRIIKK(99) ..
optional exchange
used as (050 exchange . @=no/l=used/?=optional
numbers used as QS0 exchange, 0/1/2
World YWide Locators used as Q50 exchange, 8/1/2 .
Minimum WHWL type Short/Normal/Extended
Convert short WWL to closest normal WWL, ¥/N ....
Optional exchange used as (S0 exchange
Optional input must be inserted, Y/N
0S0-points multiplier, 1..100 {1=no multi)
Maximum point-awarding points incl. QS0-p. multi
050-points calculation method, 1..
Bonus per each new WWL, 0..10800 .... {6=no bonus)
Multiplier per each new WWL, 0..100 (B=no multi)
Bonus per each new DHCC, 0..1000
Multiplier per each new DKCC, 0..108
Bonus per each
Multiplier per
Total points calculation method, 1..2

ESC-cancel

Rrooo@QdH WL Z = N

The Above Contest Log by 072H. Yersion no. 2.0

— Time check
Local date and time in PC are:
Date: 20078526 Time: 1043

OK [Y/N1 ?

20.Check at P&ens dato og tid er korrekt indstillet. Tast Y:
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The Above Contest Log by 0Z2M. Yersion no. 2.0

Comment line

HAC 1296 MHz
ESC-return

21.Indtast kommentar til contesten, f. eks. dennes navn. Tast ENTER.dNWkkr til at logge
dine contesQSQer:

i TacLog
The Above Contest Log by 0Z2M. Version no. 2.0
= 0Z1FF J045B0 (0Z1FF) —e—e—eeee——-------—
0S0s 050-points OptExcs WWLs DXCCs Total-points
) ] 0 §] 0 0

Avg:

I

UTC Callsign RST_SBET RST-R-No HHL Points QTF Q

> SMADFP
F1-Help 2 Save 3-Clear &-Show 5-DHCCs 6-Edit 7-Auto 8-Find 9-D0S 10-Exit
|

22.Indtast modstationens call og tast ENTER:
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The Above Contest Log by 0Z2M. VYersion no. 2.0

T—
0Z1FF J045B0 {071FF) —— (S0 ———08 .45
0S0s (SO0-points OptExcs WHLs DXCCs Total- p01nts
e (] 8 8 (] A

vg

0p)f ————— Band
1.3 GHz

UTC Callsign! RST-5-No RST-R-No WHLY Points QTF Q
SHODFP 091 JOBOYL 719 49

>

F1-Help 2 Save 3-Clear 4-Show 5-DXCCs 6-Edit 7-Auto 8-Find 9-D0S 18-Exit
|

23.SMODFP er kendt i ACLogs dcatabase, sa derfor vises WWL, QRB og QTH.
Udrabstegnene efter Callsign og WWL viser, at SMODFP ikke er kairtiflame contesig
at JO89 er en ny WWL i contesten. Hvis stationen ikke er kendt, sa indtastes WWL. Hvis
denne starter med JO, er det nok at indtaste f. 8BO4or JO45BO.

The Above Contest Log by 0Z22H. Yersion no.
0Z1FF J0&45B0 (0Z1FF)
QSUE 050- p01nt3 UptExcs ””LS DHCCS Total- p01nts

Avg:

0Dy —— Band
1 3 GHz

Callsign! RST-5-No RST-R-No HEHL? Points QTF
SMODFP 01 JOS9VYL 719 49

> 5198 529R
Fl-Help 2 Save 3-Clear &4-Show 5-DKCCs 6-Edit 7-Auto 8-Find 9-D0S 10-Exit

24.SMODFP hgres med 519 pa CW og der modtages 529 JO89VL. Nar rapporterne indtastes,
sa efterfglges sendt rapport med S og modtaget rapport med R. Kan indtastes enkeltvis
efterfulgt af ENTER eller det hele indtastes efterfulgt af mellemidwis SMODFP karer
fra en anden WWL, sa indtastes denne ogsa. Tast ENTER:
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H— The Above Contest Log by 072H. Yersion no.
[ 0Z1FF JO45BO (0Z1FF) ——— (S0 08 . 44

0S0s (S0-points OptExcs HHLE DHCCB Total- p01nts
Avg:
o —7z—7 77— Band

1.3 GH=z

050s

Date UTC Callsign?! RST-S-No RST-R-No WL Points QTF Q
20070526 08.46 SMODFP 219 661 529 JOBIVL 119 49

All input correct [¥/N] 7
F1-Help 2 Save 3-Clear &4&-Show 5-DKCCs 6-Edit 7-Auto 8-Find 9-D0S  10-Exad

25.Bekreeft, at alt er logget OK, eller korriger. Nu kan neeste QSO logges:

The Bbove Contest Log by 072M. VYersion no. 2.0
0Z1FF JO45B0 (0Z1FF) —————————— 07.44
0S0s QSO0-points OptExcs WiLs DKCCs  Total-points
1 119 4] 1 1 1219

Aug:

0pf ——  Band
SHODFP in JOBIYL at 719 km (0Z1FF) 1,3 GHz

050s
20070526 08.46 SMODFP 219 881 529 JOgavL

Callsign! RST-5-No RST-R-No WHL! Points QTF Q
0Z9KY 002 JOASYH 113 68

JOASYY
> 598 59025_
Fl1-Help 2 Save 3-Clear 4-Show 5-DHCCs 6-Edit 7-Auto 8-Find 9-D0S 10-Exitl.

26.Her logges en phor@SO med OZ9KY, som far rapporten 59002 og som sender rapporten
59025 i en conteshvor der anvendes serienumre. Veer opmaerksom pd, at OZ9KY bruger
forskellige WWL, sa check, at den rigtige veelges.
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The Above Contest Log by 0Z22H. Version no. 2.0

T
0Z1FF J045B0 (0Z21FF) ——7—7— (S0 ———
0S0s (SO0-points OptExcs WWLs DHCCs Total-points

1 119 B 1 1 1219
Avg:
)pf ——  Band
SHMADFP in JOB9YL at 719 km (0Z1FF) 1,3 GHz

0s0
2@@?@526 08.46 SMODFP 019 801 529 JOBIVL 19 49

Date UTC Callsign! RST-5-Mo RST-R-No WL Points QTF Q
20070528 07.44 0Z9KY 09 002 59 025 JOASVH 113 68

All input correct [Y/N1 ?
F1-Help 2 Save 3-Clear 4-Show 5-DHCCs 6-Edit 7-Auto 8-Find 9-D0S 10-Exit

27.Bekraeft logningens rigtighed eller korriger.

The Above Contest Log by 072M. VYersion no.

T—
0Z1FF J045B0 (0Z21FF) —7—7y— —(9.5
USUS 0s0- p01nts UptExcs HHLS DHCCS Total- poigég
HUJ A &16 A 0 l1@@ A 1@@ 916

Band
SHBDFP in JOB9YL at 719 km {0Z1FF) 1,3 GHz

050s
20070526 08.46 SMODFP o219 001 529 JOGIVL 719 49
20070528 07.44 0Z9KY 29 802 59 825 JO&5YH 113 68

Date UTC Callsign RST—Ségg RST-R-No WWL Points QTF 0

>

F1-Help 2 Save 3-Clear &-Show 5-DHECCs 6-Edit 7-Auto 8-Find 9-D0S  10-Exii

28.Der er nu logget 2 QS@r og skeermbilledet viser status for contesten.
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29.Skal der karesantest pa flere band samtidig, som f. eks. i VHF Field Day, sa veelges fra
main menu 3: Multiband contest:

The Above Contest Log by 0Z2MH. Version no. 2.0

Multiband

432 MHz
1,3 GHz
2.3 GHz
10 GHz
24 GHz

A v «—-0Kk ESC-cancel

30. Hvis der star datoer ud for de enkelte band, sa slettes TigkeOK, vaelg 1. band og
gennemga opsaetningen, som beskrevet tidligere. Skift til neesteddiati taste F10. Under
contesten skiftes mellem de enkelte band ved hjeelp af F10.

31.Efter veloverstaet contest er det vigtigt, at loggen ggres klar og sendes til contest manager:
Veelg main menu 4: Post contest data work:

e L

The Above Contest Log by 0Z2H. Yersion no. 2.0

— Post contest menu
Please select number
: Log and print
: EDI files

: OSL card serwvices

1
2
3: Statistic information
A
2: Calls and WWLs

6

: File manipulations

ESC to return

32.Veelg 2: EDI files:
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[ ol iy
The Above Contest Log by 0Z2H. Version no. 2.0

— EDI files menu

Please select number
: Load REGITEST file
: Region 1 STD file, REGITEST
: ARRL suggested STD file format

: RSGB STD contest log data 1997

: Amateur Data Interchange, ADIF

: ARRL Cabrillo format, v.2,@
ESC to return

33. Veelg 1:Region 1 STD file, REG1TEST:

The Above Contest Log by 072M. Version no. 2.0

Select file
Please select .DAT file:
Filename > TLyymmdd.DAT

Selected band : G - 1,3 GHz

Available bands: EGHKL

0Z1FF JO45B0
NAC 1296 WMHz

i v Bands ESC-cancel QK

34.Veelg band og dato:
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The Above Contest Log by 0Z2H. Version no. 2.0

Set-up participant

Contest name > NAC 1296 MH=z

Start date . > 20070526

End date ... > 20070526

Address .... » DK-6853 VYejers Strand
Address .... >

Section .... > 1A

Hode > $SB+CHW

Club station > 0Z5ESB

Club section >

A v K ESC—cancel

35. Check og korriger contest data.

The Above Contest Log by 072M. Version no. 2.0

Set-up responsible

> Kjeld B. Thomsen
> 0Z1FF

Address ... > Uglevej &

Address ... >

Postal code > 6853

> Vejers Strand

> DENMARK

> {+45) 73 52 60 50

> ozlff@mail . dk

i v “— QK ESC—cancel

City
Country ...
Phone

BBS/e-mail
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The Above Contest Log by 0Z2H. Version no. 2.0

Set-up multi operators

Multi operator callsigns, separated by ;"

ESC—cancel

The Above Contest Log by 072H. Yersion no. 2.0

Set-up station

TH equipment . > FT-847/MKU13G2/PA
TH power [W1 . > 125

RX equipment . > FT-847/MKU13G2/LMNA
Antenna > 1,om dish

Antenna [mAGL] > 18

Antenna [mASL] > 23

A ¥ «— 0K ESC-cancel
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| e
The Above Contest Log by 0Z2H. Version no. 2.0

Set-up remarks

Type in remarks for the contest

>
>

ESC-cancel

36. Skriv evt. kommentar til contesten. Tast ENTER og ga til 1: Log and print. Dette gentages
for alle band. Ga til 5: Call and WWLs menu:

15

The Above Contest Log by 0Z2M. Version no. 2.0
— Call and WWlLs menu

Please select number

: Add C_Ws from data

: Delete calls and WHLs

: Delete C_W vs distance

: Copy C_HW file

: Edit WHLs

: Check QS0s vs C_W file

ESC to return

37.Veelg 1: AddC-Ws from dataVeelg band og contest for at opdateCLogs database med
nye calls og WWLs.
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38.TACLog laver for hvert band en contestmappe, hvor de forskellige datafiler placeres:

39.Loggen for 23 cm contesten 20070526 hedder 7AOZ1FF.507 og den vedhaadteall til
contestmanager.

Er det farste gang du opseetter TACLog, er degaatt icé at lave en prgvekgrsel ved at indtaste
nogle fiktive QSQGer og checke logfilen op mamntestreglerne.

Dette var en kort beskrivelse af opseetning og brug af TacLog. @v dig med programmet, brug F1
tasten til hjeelp og udforsk alle programmet muligheder ved hjeelp af genvejtasterne.

God forngjelse es cu de OZ1FF
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